
Integrated Environmental Solutions Ltd
  Frequently Asked Question 

Registered in Scotland No. SC151456 | Registered Office - Helix Building, West Of Scotland Science Park, Glasgow G20 0SP 

VE Module: Constructions 

Please explain G-Value parameters? 
In Figure 1 (given below) note that the g-value is given on the top right-hand corner. This particular 
section is applicable only to display glazing – any glazing designated as being a display window will 
be exempt from certain L2 requirements. If however you click on the Derived Parameters button, 
shown on the bottom left hand corner of the screen, it will bring up the screen displayed in Figure 2. 
 

 
Figure 1 – Typical Glazed Construction 

 

 
Figure 2 – Derived Parameters 

 
Highlighted in the middle of the derived parameters page you will see two “g-values”, the definition of 
these values – as taken from page 30 of the Constructions Database User Guide – is; 
 

 
 
If you attempt to alter these values direct the software will not allow as these parameters are directly 
derived from the properties you have ascribed to your glazed construction in Figure 1. 

 
Shown in Figure 3 below is the default external glazed construction given in Apache, and its derived 
g-value. However given in Figure 4 is a modified version of the default glazed construction (note 
difference in layer thicknesses) along with its derived g-value. You will of course note the difference 
between the two g-values as a result of this modification. It is also possible to modify the g-value by 
altering the percentage size of the frame (with respect to the size of the glazing itself).  
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Figure 3 Default Glazed Construction 
 
 

 
 

Figure 4 Modified Glazed Construction 
 
The key point to note here is that if two glazed constructions have different g-values then obviously 
they are not the same. Therefore, in any particular case, if the glazing in your building has different g-
values then they must, in some way, have different constructions.  


